	Plans Checklist

	Straus Park Environmental Control Committee

	Date   _______________________
	File Number   ____________________________

	Owner_______________________
	Contractor      ____________________________

	Lot    ________________________
	Street Address ____________________________

	
	
	
	
	
	
	
	
	

	Prelim.
	 
	Final
	 
	Site Plan (scale to be at least 1:20; 1:10 is preferable)

	
	
	
	
	
	
	
	
	

	
	
	
	
	Topographical plan with two-foot contours and benchmark surveyed by a licensed NC land surveyor with seal shown on survery.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Location and type of trees over ten inches (10") in diameter measured one foot (1') above existing grade and large groupings of rhododendron (mountain laurel).  Indicate which are proposed to be removed, using an "X."

	
	
	
	
	
	
	
	
	

	
	
	
	
	Clearing limits clearly delineated.  No grading or vegetation removal within the side or rear yard set-backs.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Property lines, with metes and bounds, and building setback lines identified.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Major features on adjacent properties within forty feet (40') of the property line including road paths, impoundments, swales, culverts, vertical construction fo buildings, porches, decks, patios, pools, gazebos, driveways, etc.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Finished first floor elevation, garage or carport finished floor elevation, terraces, patios, gazebos, pool and deck elevations.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Roof plan, accurately showing the extent of overhang from the outside face of the exterior walls of the building(s), including roofs for covered decks, porches, screened porches, etc.

	
	
	
	
	
	
	
	
	

	
	
	
	
	All proposed horizontal construction properly dimensioned, including driveways, parking areas, paths, walkways, decks, terraces, pools, patios, or hardscape of any kind.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Location of service court, mechanical equipment and pool equipment as appropriate.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Location and description of any landscape features such as waterfalls or fountains.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Outside face of all vertical construction, including but not limited to the building, porches, decks, service yards, fences, walls or reventments, dimensioned perpendicular to the property line at the closest point.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Location and size of any propane gas tanks.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Grading drainage and erosion control plan indicating all planned changes from existing grade with 2'0" contour lines, tree protection, culverts and swales with flow direction.  Location of temporary silt fences should also be indicated.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Exterior lighting plan along with associated wattage.

	Note:  No yard art sculptures, statuary, etc., shall be placed or located where it can be seen from adjacent property or public right of ways, i.e., roads, paths, greenways, etc.

	Prelim.
	 
	Final
	 
	Architectural Plans (scale to be 1/4" to 1")

	
	
	
	
	
	
	
	
	

	
	
	
	
	Computation of heated floor space and covered area (excluding attics) for each floor including the total heated floor space and covered area.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Exterior elevation drawings (all sides 1/4" = 1').

	
	
	
	
	
	
	
	
	

	
	
	
	
	Typical building sections.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Indication of exterior building materials from finished grade to roof.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Indication of existing and finished grades on all elements.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Fully dimensioned floor plans including decks, terraces, pools, porches, and patios.

	
	
	
	
	
	
	
	
	

	
	 
	Final
	 
	Typical Construction Details (scale not less than 1" = 1')

	
	
	
	
	
	
	
	
	

	
	
	
	
	Roof / wall sections including eve and rake sections.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Corner detail.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Privacy fence / wall detail.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Service court fence / wall detail.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Porch and deck handrail sections.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Chimney detail(s).

	
	
	
	
	
	
	
	
	

	
	
	
	
	Entry step and handrail detail.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Details necessary to explain all architectural features, materials and finishes to be used on the exterior of the building.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Details keyed to the elevations.

	
	
	
	
	
	
	
	
	

	
	 
	Final
	 
	Exterior Materials and Finishes 

	
	
	
	
	
	
	
	
	

	
	
	
	
	All exterior materials and colors noted on the application (including colors for siding, band boards, fascia, trim, accent, chimney, roof, columns, railings, support decks, walks, driveways, fountains, pools, planters, etc.).  Samples for all colors are required and should be submitted on actual samples of materials proposed for use.  For review and archive purposes, submit an 8-1/2" x 11" color board (e.g., foamcore with small samples applied).  

	
	
	
	
	
	
	
	
	

	
	
	
	
	Exterior colors chosen have not been used on adjacent homes.

	
	
	
	
	
	
	
	
	

	
	 
	Final
	 
	Landscape Plans (scale to be at least 1:20; 1:10 is preferred)

	
	
	
	
	
	
	
	
	

	
	
	
	
	Existing features, i.e., trees, property lines, setbacks, utilities, etc. 

	
	
	
	
	
	
	
	
	

	
	
	
	
	New features, i.e., driveways, walks, walls, drainage, house, etc.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Proposed features, i.e., walks, walls, steps, water features, lighting, etc.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Proposed site elements, i.e., benches, sculptures, arbors, fences, etc.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Proposed landscape materials, i.e., trees, shrubs, groundcovers, perennials, mulched beds, lawn, etc.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Proposed additional clearing, grubbing, or tree removal.

	
	
	
	
	
	
	
	
	

	
	
	
	
	A separate plant list associating the plant symbol with the specified plant size, in heights, spread, root environment (container, caliper, potting, cutting, etc.), botanical name, common name and quantity used.

	
	
	
	
	
	
	
	
	

	Note:  All plans shall be clearly drawn using plant symbols of plants at a minimum of 5-10 year size.

	
	
	
	
	
	
	
	
	

	
	 
	Final
	 
	Site Inspection

	
	
	
	
	
	
	
	
	

	
	
	
	
	Site surveyed and stakes and strings placed to indicate the location of the proposed vertical and horizontal construction.  All concrete corner monuments visible.

	
	
	
	
	
	
	
	
	

	
	
	
	
	All trees proposed for removal are flagged in RED.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Property lines are strong and clearing limits identified.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Appropriate protective fencing in place where the committee has identified sensitive areas.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Committee approved construction sign on property.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Armoring / fill required to protect road shoulders at points of access / egress.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Culvert with head wall required.

	
	
	
	
	
	
	
	
	

	
	
	
	
	Special concerns / site conditions noted:
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